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Compact Fusion Thermal Sight QUADRO-S

QUADRO-S is the augmented vision weapon-mountable system for tactical surveillance,
observation and engagement at short- and medium-range distances.

Along with selecting between visible/near-infrared and far-infrared (thermal) channels
individually, GSCI’s Unique Patented technology allows to produce and display real-time,
delay-free fusion image that superimposes all ranges of the spectrum from its sensors to
successfully detect any target and defy poor lighting or weather conditions. Wide field of
view allows for better situation awareness.

The unit is small and lightweight, and yet made of a hard-anodized aluminum for added
strength and shock resistance. The side and top weaver rails allow the user to attach
additional equipment such as a reflex sight, laser rangefinder, IR illuminator, and more.

QUADRO-S is fully compatible with various weapon mounting systems and can also be
used as a hand-held or tripod mounted observation device.

FACTS AND NUMBERS

(o) . aro
Detection Ranges > 100% Target Detection Capability

> Multi-Mode, 24/7 Observation
Upto 1,5 , ,
> Plug-And-Play System with wide FOV

> 640x480 FPA with 50Hz Refresh Rate
J Upto i > Auto-NUC Technology: No Calibration Needed

> 35mm /1.0 High-Speed Objective Lens

> Universal Power Solution
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General Starlight Co., Inc.

120 Whitmore Rd., Unit 20, Woodbridge, ON-L4L6A5, Canada
Tel.: +1-905-850-0990

E-mail: gsci@gscil.com

Web: www.gscil.com

DISCLAIMER. Technical description, view, weight, dimensions, some optical-electronic-mechanical features of the product shown herein and/or some of its parts/components may not precisely represent the actual
device and are subject to change without prior notice by the sole discretion of General Starlight Co., Inc. Copyright © 1992-2018 General Starlight Co., Inc. Canada. All rights reserved.



FOV 17.3°x18.3°
g Optical Zoom 1.4X
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. Reticles 8+8
ISSF Included
a-Si Microbolometer, Uncooled,
FPA Type Shutterless, Auto-NUC
. FPA Spectral Range 7um .. 14pm
% FPA Sensitivity <60MK
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p= FPA Gain Manual/Automatic
% FPA Resolution 640x480, 17um pitch
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E Digital Zoom 1X, 2X, 4X
3 Objective Lens 35mm, /1.0
Polarity Control Black Hot / White Hot
Imaging Modes 1 Monochrome and 8 Pseudo-Colours
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Compact Fusion Thermal Sight QUADRO-S

QUADRO-S TECHNICAL DATA
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