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HMD-800-

Tactical Head-Mounted Display Unit

HMD-800-MOD is the modemized ultra-portable display unit that transmits
real-time video signal from any primary optical-electronic device. It has been
known and tested by various tactical teams throughout the world and is a
perfect tool for covert operations.

HMD-800-MOD helps you observe the surroundings without exposing
yourself, It can also be used with a remote control so a user can have control
over the system from distance. In addition, with HMD-800 two crew
members can see through the same device at the same time.

HMD-800-MOD is designed and built to fully comply to MIL-STD-810
Standard.

KEY FEATURES

Portable and Lightweight
800x600 Colour AMOLED Display
Single Knob Operation

Battery life: up to 10 hours

7-Year Warranty
Fully MIL-SPEC Compliant

Designed, developed and manufactured by
Made in Canada. ITAR-free General Starlight Company Inc.

120 Whitmore Road, Unit 20, Woodbridge, Ontario, L4L6AS, Canada
Tel.: +1.905.850.0990 || E-mail: gsci@gsci1.com || Web: www.gsci1.com
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HMD-800-MOD

Tactical Head-Mounted Display Unit

Why HMD-800-MOD?

Convenient: Scan the area without having to be next to the primary device
Versatile: Hand-held and also easily mounts on head gears and helmet mounts
Perfect tool for covert operations

Primary device can be used by two crew members simultaneously
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Proprietary GSCI design allows to position the display horizontally at any time
during an operation

HMD-800-MOD Specifications

Display Type Colour, AMOLED
Display Resolution 800x600

Display Rotation Range -45° |, +45°
Display Brightness Control Manual

Video Signal (Auto-Detection)

Analog: PAL and NTSC

Input Signal Detection

Yes

Power Source

1pc CR123 Battery

Flip-Up-Off Feature

Yes

“Polarity-Indifferent” Power Supply

Yes

Environmental Protection

IP67 or Better (Optional)

MIL-STD-810 Compliant Yes

N, Purged Yes

Battery Life, hours Up to 10
Dimensions, mm 83x60x65
Weight, grams 200

Operating Temperature -40°C .. +50°C
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Tactical Head-Mounted Display Unit

Single Control Knob:
Power, Brightness

HMD-800-MQOD is compatible with GSCI J-Arm
Adapters for Hands-Free Operation




